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All Information, Including Photos And Illustrations, In These Pages Is Believed To Be Correct 
And Reliable. The Information Contained In These Pages Is Given As General Installation 
Guideline. 
 
Elite Engineering, LLC, Any Subsidiaries Or Divisions Thereof, Or Any Member Of These 
Companies Shall Not Be Held Liable For Any Damages And/Or Injuries 
Resulting From The Use Of Information Contained In These Pages. All Information Contained 
In These Pages Should Be Checked And Verified To Assure The Safety And Proper Operation 
Of Equipment Installed And The Vehicle Itself.  
 
Careful Attention Should Be Given To All Electronic/Electric Circuits. Installs Are Taken At The 
Risk Of Each Installer, And/Or Individual Performing The Work. 
 
In addition, Elite Engineering's TERMS,CONDITIONS AND LIMITED WARRANTY  Can be 
downloaded as a separate document from our website at www.EliteEngineeringUSA.com 
 
 
 

 

  

© 2004 - 2017+ ELITE ENGINEERING, LLC. 
All rights reserved.  Elite Engineering, LLC is proud to offer the industry's finest quality 
products and accessories for the car and truck enthusiast. No part of this publication may 
be reproduced, transmitted, transcribed, or translated into another language in any form, 
by any means without written permission of Elite Engineering, LLC.   
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** ELITE ENGINEERING’S CLEAN SIDE SEPARATOR (CSS2) **** 

 

 

Part number CSS2 
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If you purchased the "optional" Clean-Side Separator, this is how it will be installed. 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Disconnect (unsnap) front most line from oil tank.  This will snap on to the barb of the 

newly installed Clean Side Separator (CSS) -  See Picture “A” 
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Picture 

  "A" 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

Now you will need to install a Tee (supplied 3/8” hose barb tee) into one of the hard 

lines that connects to the passenger side valve cover as shown in the picture below.  Use 

some short lengths of 3/8” hose and clamps to slide over the factory hard tubing. 
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Here’s a picture of the completed installation: 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

To add oil, simply pulled out Clean-Side Separator Cap, replace to seal. 


